10.

11ls

12.

13.

14.

15.

D )

-

The name and address of the mineral owner of land affected
by the revision:

See Volume I and II Application for Permit Amendment -
January 1988, Sections 2.2, Exhibit 2-4, and Appendix A.

An instrument of consultation with the surface owner as
required by SDCL 45-6B-12 and proof of consultation with
adjacent landowners as required by SDCL 45-6B-44 for the
land affected by the revision:

Delivered to DWNR March 15, 1988.

Proof of consultation with the Department of Game, Fish and
Parks and the local conservation district, including any
additional surveys and requirements considered necessary by
those agencies:

See attached copy of letter addressed to Department cf
Gane, Fish and Parks, and a copy of earlier letter dzted
October 5, 1988 fron the Conservation District.

Proof of compliance with all county or city zoning
ordinances and requirements or proof that the revision is
in substantial compliance with the procedure for obtaining
any necessary county or city permits:

See attached copy of earlier letter dated August 10, 1988
from Lawrence County.

A pdstmining reclamation map as required by SDCL
45-6B-7(8):

See Brohm's Permit Amendnment Application - Exhibit 2-6.

The effect the revision has on the timetable and duration
of the mining operation:

There will be no effect on the timetable or duration of the
mining operation as a result of these revisions. It will
allow, however, for the expedized oZf-loading of spert ore
from the heap leach pad.

Baseline data and maps pursuant to the requirements of ARSD
74:29:03:07:

Please refer to Brohm's Pernit Amencnent Application Ior
baseline data and mzps fcr these areas.



TECHNICAL REVISION DOCUMENT

Applicant: Brohm Mining Corp.

Date of Technical Revision Request: March 16, 1989

Nature of Request: Regarding off—-load criteria and the
variance for pH, N02, and TDS.

Date of Approval or Denial: Conditionally Approved April 4,
1989

Conditions:

1. Brohm shall obtain the appropriate groundwater
discharge permit amendment in accordance with ARSD -
74:03:15 and ARSD 74:03:16.

2. The disposal area in Ruby Gulch must have a minimum of
2 feet of soil present for attenuation purposes. Only
Cell 6 is currently approved to be off-loaded, upon
compliance with Condition Number 1 above.

3. Based on the current Cell 6 neutralization results and
the intensive treatment characterization to be
completed on the next heap to be neutralized (Cell 1),
specific off-load criteria limits will be determined.
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February 28, 1989 © o iv{‘

Mr. Mike Cepak

Department of Water and Natural Resources
Joe Foss Building, 4th Floor .

523 East Capitol Avenue

Pierre, SD 57501

Dear Mike:

Per our telephone conversation Brohm Mining Corp. I8 requesting
a technical revision for the following item:

1. In the event that the pH of the effluent from a neutralized
cell cannot be brought down to 6.5 - 8.5 with a reasonable
amount of fresh water, Brohm Mining Corp. requests approval
to add acid (as an option) to lower the pB of the solution
into the specified range. The acid will be added gradually

. to the neutralization pond. Our ability to meet the
specifications for any of the other key parameters will not
be affected. Column testing is underway to confirm this.

Attached is the technical revision fact sheet.

If there are any questions or you need additional iInformation
call me at 578-2107. ’

Sincerely,
B Mining Corp.
(————"

Pete Goodwin
Personnel/Govt. Affairs

PG/st

Attachment

South Dakota Office: P.0. Box 485. Deadwo0od. South Daks-x 537732
Telephone: (603) 578-2107 Telecoplen (6051 778-1709

Rnaim \hiame Corp, ix i w dh s ned STihiate of M \imen (dd L Atsn |
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TECHNICAL REVISION FACT SHEET ‘C

e . TD
Modification of the Neutralization Proceédu er | Y
‘/)1~‘:'¢ ‘L\9
() -/,"\
\/' .'\."’"r‘
G, T

DATE: February 27, 1989 RPN

Ny ~‘,r'/\
NN

1. The operator's nane: s
Drobn Mining Corporaticon

2. The pernit number:

Mining, Milling Permit No. 428 o5 amended.

3. A narrative description of the revision being proposed:
Addition cf hydrochleoric &cid, 25 an option fo lower the gH
2f the reutralizatien efFlue't to within spesified ranges.
Detalls are given In the sttechszd letter.

4. The legal description of land affected by the revision:

Sce Volume I and IT Applizaticon for Zernit Znendnient -
Janraary 1988.

5. A map in conpliance with SDCL 43-63-10 and ARSD 74:29:02:12
showing the land affected by the revision:

See Volume T and IZ Application for Tazrmic 2mendment -
Jeruery 1988. XNe zdditich:l land will he aflscted,

6. The estimated coust of inplementing and ccopleting the
reclamaticn of land affected by the revision:
No dand will bhe 22Z:zsied Lu ihis revision.

7. A descripticn of the reclanatlon being proposed for the land
affected by the revisicn:

Sipce nw land Ls affectel Dy This Tollnicel vavisisn ac
nowdifileezione to the curvesnt veclametlon plan is necesziry.

8. The name and address of the surface cwner cf land affected

(t

rG2€23)

by the revision:

LTI T 3 YOS eVl = - N P T A
S Vosune I gnd I Zppiloaticn fov Zzrmit Anczoinernt
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Jenmuary 19248,
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The nane and address of the nineral owner of¢ lﬁ;Q)affeéy%s 45)

by the revision: \lu i
)’
S«- Velunme T und IT Appliceticon for Pzinit \nen«ncxt‘g ‘ﬂp~
...... - -C)E-g Ll
Sarvaary 197,

~“¢
N

An instrument of consultation with the surface owner as

required by SDCL 453-6B-12 and proof of consultation with
adjacent landowners as required by SDCL 35-68-44 for the
land affected by the revision:

Delivered to IWIR Morch 13, g

an
[VRVER

y...:

.

Procf of consultation with the Department of Game, Fish and
Parks and the local conservation district, including any
additional surveys and requirenents considered necessary by
those agencies:

~

1. -1
PRSI U

—

o
{n

micted dirzctly to DUNR by thesz agenciss,

Procf of compliance with all county or city zocning
ordinances and requirenents or proof that the revision 1is
in substantial corpliance with the procedure fcr obtaining
any necessary county or city pernits:

Letter from Lewvrence County covering ravizions oI this typs
previously submitiel.

A postmining reclamation map as required by SDCL
45-6B-7(8):

R - et = e R B e R B
See 3rohm's Fernic Anerldnsnt uzlicatiin - Tl

[

U

The effect the revision has on the timetable and Zduration
of the nining cperation:

There will ke no

& . -
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Baseline data and maeps pursvant to the reguirensnts cf 3ARSD
74:29:02:07: '

- <4 - L A LSRR ~ - -2 - = £ ..
cZar to Broho's Permit Cnendoert Aoplilcatisn for
data and ners for these arees.
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TECENICAL REVISION DOCUMENT

Applicant: Brohm Mining Corp.

Date of Technicae]l Revision Recuest: March 1, 1989

Nature of Request: Addition of acid to lower the pH of
neutralized material

Date of Approval or Denial: Technical Revision request was
cancelled March 15, 1989.

Conditions:
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February 20, 1989 '\"!;'PLCD 3/959
ar - >
. LA,
Mr. Mike Cepak £ =21
Department of Water and Natural Resources “vL;ﬁijg)
Joe Foss Building ) AL

523 East Capitol Avenue
Pierre, SD 57501

Dear Mike: .

Per our conversation on February 17, 1989 Brohm Mining Corp. is
requesting a technical revision for the following items:

1. Permission to install a 10' x 10' building containing a
2,500 gallon plastic tank to contain Nalco 7852 coagulant.
The building will be located at the upper end of the Road C
trench. This reagent will be metered into the pregnant
solution line prior to discharge into the surge pond or the
pregnant solution sump. The purpose of this material is to
aid in the clarification of the pregnant solution. The
material safety data sheet for this reagent 'is enclosed.

2. Permission to install a 10' x 10' building containing a
' 1,100 gallon plastic tank to contain Nalco 7817 scale
control reagent. The building will be located at the
northeast corner of the neutralization pond. This reagent
will be metered into the neutralization pond to control
scale build-up in the neutralization circuit. The material
safety data sheet for this reagent is enclosed.

3. Permission to remove the existing scale control tank from
the preg/barren sump area and replace it with a building and
tank similar to the one in item 1 above. . The reagent to be
used in this area is the Nalco 7817 scale control.

The Technical Revision Fact sheef;containing other pertinent
information is enclosed. If there are any questions or you need
additional information please call me at 578-2107.

Sincerely,
Brohm Mining Corp.

Dincd of Blbsrman

Dan Blakeman
Process Superintendent

cc: Barry Parrish, SD Dept. of Game, Pish & Parks

. Enc: Material Safety Data Sheet
i igsion Fact Sheet

South Dakota Office: P.O. B 483. Deatwood. Muth Dakowa 37732
Telephone- (603) 578-2107 Telecopier: (603)578-1709

Rehm \lining Corp. ix 3w it @ et aflibi s o5 M N men (it Cora atve.
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TECENICAL REVISION PACT SHEET (:!E‘r,
Modification and Installation of Anti- scalantFZ' ‘JJE)
and Coagulant Storage Tanks. 'E\H 23 J35A
j;fj-‘.,fl D, A
DATE: February 20, 1989 : ‘”iﬁjqffth,

Call AN
1. The operator's name: Sl

Brohm Mining Corporation
2. The permit number:
Mining/Milling Permit No. 439 as amended.
3. A narrative description of the revision being proposed:

1) Addition of a building and a tank to add coagulant to the

pregnant solution from the leach pad.
2) Addition of a building and tank to add anti-scale reagent

to the neutralization circuit.

3) Replacement of the existing anti-scale tank at the
preg/barren sump with one similar to item 2 above.
(Details provided in attached documerntation.)

4. The legal description of land affected by the revision:

See Volume I and II Application for Permit Amendment -
January 1988.

5. A map in compliance with SDCL 45~6B-10 and ARSD 74:29:02:12,
showing the land affected by the revision:

See Volume I and II Application for Permit Arenanent -
January 1988. No additional land will be affected.

6. The estimated cost of implementing and completing the
reclamation of land affected by the revision:

No land will be affected by this revision.

7. A description of the reclamation being proposed for the land
affected by the revision:

Since no land is affected by this technical revision no
modifications to the current reclamation plan is necessary.

8. The name and address of the surface owner of land affected
by the revision:

See Volume I and II Appllcatlon for Fermit Anendnent -
January 1988.

(tr0289) (022089)




10.

11.

12.

13.

14.

15.

The name and address of the mineral owzner of land affected
by the revision:

See Volume I andé II Acplic:zion Zor Pzrnit 2nendrant -
January 1988. )

An instrument of consultation with the surface owner as
required by SDCL 45-6B5-12 and proof of consultation wizh
adjacent landowners as required by SDCL 45-6B-44 for tie
land affected by the revision:

Delivered to DWNR March 15, 198¢.

Proof of consultation with the Department of Gamwe, Fish and
Parks and the local conservation district, including arny
additional surveys and requirements considered necessary by

those agencies:
To be submitted direc:cly tc DWNR by thsse acsncies.

Proof of compliance with all county or city zoning
ordinances and requirements or proof tkat the revision is
in substantial compliance with the procedure for obtairing

any necessary county or city permits:

Letter from Lawrence County covering r=visicas of this fype
previously submitted.

A postmining reclamation map as required by SDCL
45-6B-7(8):

See Brohm's Perrit Amendmert Applicaticn - Exhibiz 2-6.

The effect the revision has on the timetable and durat:ion
of the mining operation:

There will be nc effezt on the tineta:tie or duration oI the
mining operatior as a resu.: of these ra=visicns,

Baseline data and maps pursuant to the requirements of ARSD
74:29:03:07:

Please refer to 3rohr's Permit :i-ondrm:-t Apz-ication f:r
baseline data ani maps for these areas.




TECHNICAL REVISION DOCUMENT

Applicant: Brohm Mining Corp.

Date of Technical Revision Request: February 23, 1989

Nature of Request: Coagulant and.Anti-Scalent Storage

Technical Revision

Date of Approval or Denial: Conditionally Approved Merch 3,

1989

Conditions:

1.

Brohm Mining shall install a containment system for
each of the buildings. The contaibment system shall
consist of berms constructed around the base of the
building, capable of containing the volure of the tank
or capable of directing the leakage to another approved
containment facility such as the lined trench, the
surge pond, or the neutralization pond. The berms and
the base of the buildings shall be lined with a minimum
of 30 mil PVC, 40 mil HDPE or any other approved liner.

Brohm Mining shall notify the Department immediately
upon scalent or coagulant spillage. This notification
shall follow procedures set forth ion the spill
contingency plan.
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Mr. Tom Durkin s
Hydrologist

S.D. Dept. of Water and Natural Resources

Joe Foss Building, 4th Floor

523 E. Capitol Avenue

Pierre, SD 57501

Dear Tom:

The attached technical revision deals with the revised water
quality monitoring program as agreed in the September 13, 1988
meeting at the Gilt Edge site and from your letter of October 8,
1988.

If vou have any questions, please call me at 578-2107.

Sincerely,
Brohm Mining Corporation

® Gt (illztn

““John Wilbanks
Dir. - Environmental Affairs

Jw/dvl

enc:

South Dakuta Office: P.O. Box 485. Deadwood. South Dake.s 57732
Telephone: 1603) 578-2107 Telecopier: 16051 778-1709

Ko Vnins Corp is 3w bedly e ned Gffitiate of M Mimri todil,re miing




TECHNICAL REVISION - N ":

Shae CWa TN
Modification of the ¥ater Quality Samp){pfﬁtngram,~ s

7o

LR

N
Pl

.

DATE: January 20, 1989 Y

1.

The operator’'s name: ~
Brohm Mining Corporation

The permit number: -

Mining/Milling Permit No. 439 as amended.

A narrative description of the revision being proposed:

Brohm proposes to modify the water quality sampling program
to accommodate the addition of sampling sites for
operational compliance sampling. Analysis parameters are
being modified based on data from 1985 to 1988. Some
parameters will be deleted and others added to the list. A
more detailed explanation is provided in the attached
narrative titled Water Quality Monitoring.

The legal description of land affected by the revision:

See Volume I and 11 Application for Permit Amendment -
January 1988.

A map in compliance with SDCL 45-6B-10 and ARSD 74:29:02:12,
showing the land affected by the revision:

See Volume I and 11 Application for Permit Amendment -
January 1988. No additional land will be affected.

The estimated cost of implementing and completing the
reclamation of land affected by the revision:

No land will be affected by this revision.

A description of the reclamation being proposed for the land
affected by the revision:

Since no land is affected by this technical revision no
modifications to the current reclamation plan is necessary.

The name and address of the surface owner of land affected
by the revision:

See Volume I and II Application for Permit Amendment -
January 1988,
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9. The name and address of the mineral owner of land‘affé{led
by the revision: 'w‘"

See Volume 1 and II Application for Permit Amendaent - -,

January 1988.

10. An instrument of consultation with the surface owner as
required by SDCL 45-6B-12 and proof of consultation with
adjacent landowners as required by SDCL 45-6B-44 for the
land affected by the revision:

Delivered to DWNR March 15, 1988.‘

11. Proof of consultation with the Departwent of Geame, Fish and
Parks and the local conservation district, including any
additional surveys and requirements considered necessary by
those agencies:

To be submitted directly to DWNR by these agencies when
applicable.

12. Proof of compliance with all county or city zoning
ordinances and requirements or proof that the revision is in
substantial compliance with the procedure for obtaining any
necessary county or city permits:

Letter from Lawrence County covering revisions of this type
previously submitted.

13. A postmining reclamation map as required by SDCL
45-6B-7 (8):

See Brohm’s Permit Amendment Application - Exhibit 2-6.

14. The effect the revision has on the timetable and duration of
the mining operation:

There will be no effect on the timetable or duration of the
mining operation as a result of these revisions.

15. Baseline data and maps pursuant to the requriements of ARSD
74:29:03:07:

Please refer to Brohm's Permit Amendment Application for
baseline data and maps for these areas.

(Jwrevision) ) (011989)
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TABLE 1 A
. \'G ‘;‘.3\'?
A) Oxide Groundwater Monitcering Eequirements S . ‘~;\
-

Monitoring Station Farameters to be Tested

Sampling Frequercy

GwW-1 (old) Quarterly Short list
GW-2 (new) Monthly Full Scite
GW-3 (new) Monthly Full Suite
GW-4 (old) Quarterly Short list
GW-5 (old) Quarterly Short List
GW-6 (old) Quarterly Short list
GW-7 (old) Quarterly Short List
GW-8 (new) Monthly Full Suite
GW-9 (new) Monthly Full Suite
GW-10 (new) Monthly Full Suite
GW-11 (old) Quarterly Short list
GW-12 (new) Monthly Full Suite
Bed-11 (new) Monthly Full Suite
Bed-15 (new) Monthly Full Suite
Bed-18 (new) Monthly Full Suite
Bed-19 (new) Monthly Full Suite
Bes-15 (new) Monthly Full Svuite
Bes-17 (new) Monthly Fall Suite
DW-1 (new) Monthly pd, Conductivity, 7TDS,
wWiAD & Free Cn, Na, Au, Is
Dw-1 Quarterly Full Suite
DW-2 (new) Monthly p8, Corductivity, TDS,
WAD & Free Cn, Na, Au, is
Dw-2 Quarterly Full Suite

B) Oxide Surface Water Monitcring fequirements

Sampling Frequency Perameters to be Tested

Monitoring Station

SW-1 (o0ld) Quarterly ~ Szort list
SW-2 (old) Quarterly Stort List
SW-3 (old) Quarterly Scort List
SW-4 (old) Quarterly Skort List
SW-5 (old) Quarterly Short List
SW-6 (old) Quarterly Stort List
SW-8 (old) Quarterly Short list
SW-11 (new) Bimonthly Full Suite
SW-28 (new) Bimonthly Fcll Suite
SW-35 (new) Bimonthly Full Suite
FD-1 (new) Monthly pE, Conductivity, IDS,
. WAD & Free Cr, Na, Au, &s
FD-1 Quarterly Full Suite
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TABLE 2 TN e o
Water Quality Parameters ) "f" RN
Groundwater Surface Water
Short List Full Suite Short List Full Suite
pH CaCoO3 pH CaCo03
Conductivity HCO3 Conductivity HCO3 .
TDS Cco3 ‘TSS co3
*Cn-Total & WAD Cl TDS Ccl
HCO3 S04 1Cn-Tot/WAD/Free S04
S04 Ca HCO3 Ca
Na Mg S04 Mg
As Major Anions Na Major Anions
Ccd Major Cations As Major Cations
Cu Cation-Anion Balance Cd Cat/An Bal
Se pH Cu pH
Zn Conductivity Se Cooductivity
NO3 Cn-Total & WAD Zn Cn-Tot & WAD
Water Level Hardness NO3 Hardoess
TDS Flow TDS
TSS TSS
Turbidity Turbidity
K K
Na Na
Sb . Sb
Al Al
As As
Be Be
B B
Ccd cd
Cr Cr
Co Co
Cu Cu
Fe d Fe
Li Li
Mn Mn
Hg Hg
Ni Ni
Se Se
Ag Ag
vy . v
Zn Zo
NH3 NH3
NO2 NO2
NO3 NO3
N-Total Kjeldahl N-Total Kjel.
Phosphorus, Total Phosphor, Tot
Water Level Flow
¥ - If Totel Cn is undetectable, no need to sample WAD or Free Cn.

Free Cn need only be sampled at the following surface water sites
located on classified streams: Sw-1, -2, -3, -5, -6, -8,. and -11
and also at station French Drain 1 (FD-1) pursuant to condition
#9 op page 14 of the Brohm Mining Amendmwent Conditionps.
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WATER QUALITY MONITORING G ONDh TR

As agreed at the September 13, 1988 meeting with Tom Durkin of‘\*-u-~gg
DWNR, the following is proposed as a modification to the water T
Quality Monitoring program at the Gilt Edge site.

The sampling frequency will be conducted with the following
schedules based on the regional hydrograph:

Quarterly Bimonthly
mid January early November
mid April mid January
mid May mid April
late August mid May
early June
late August
Sites will be sampled for the parameters and frequency as shown
on Table 1. The elements as referenced in Table | are shown on
Table 2.

NOTES: Total and dissolved constituents will be monitored in
surface waters. Groundwater wells will be monitored for
total and dissolved constituents three times in 1989
(mid January, mid April, and mid May) to complete 1
years worth of quarterly data and to provide
correlations with existing and future results. The
interim groundwater samples and all future groundwater
samples may be analyzed for dissolved constituents only.

Brohm will discontinue stream sampling when neavy ice
covers the stream. Both flow data and chemical analysis
are not accurate when large amounts of water are tied up
in the form of ice.




TECHNICAL REVISION DOCUMENT

Applicant: Broum Mining Corp.

Dete of Technical Revision Request: January 24, 1989

Nature of Request: Brohm's operational monitoring
requirements (Oxide Project)

Date of Approval or Denial: Cooditionally approved
January 26, 1989

Conditions:

1. Surface water quality samples must be taken from ice
covered streams in cases where stream water flow below
the ice cover is sufficient to obtain a sample. Flow
megsurements may be omitted when streams are ice

covered. (Rexember that the water monitoring results
submitted to DWNR must indicate which sites were frozen
or dry).
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Mr. Mike Cepak

S.D. Dept. of Water and Natural Resources
Joe Foss Building, 4th Floor

523 East Capitol Avenue

Pierre, South Dakota 57501

Dear Mike:

Per our telephone conversation, Brohm Mining Corporation is
requesting a technical revision for the following 'item:

Brohm proposes to rent a portable propane fired steam
heater to heat neutralizing solution. The unit is
totally contained on a trailer and would onily be used for
a maximum of 3 months. No grading or site preparation is
necessary. The only external requirements are for
propane lines and electrical hook-up. The BYU rating of
the unit at sea level is greater than 4.5 million
BTU/hr. However, the BTU rating of the unit at site

‘ elevation of 5,450 feet is less than 4.5 million BTU/hr.
Therefore, we do not need an air quality permit. I will
send you and Keith Gestering copies of the technical
information on the portable heater sometime next week
(Jan. 23, 1989).

If there are any questicas or you need additional informztion,
call me at 578-2107.

Sincerely,
Brohm Mining Corporation
Gzt Z{.'/" A

thn Wilbanks
Dir. - Environmen:el AZfairs

JWw/dvl

cc: Pete Goodwin
Carl Seward

Sauth Dakota Miice: P.O. Box 485. Deadunnd, 3wtk Dakeote 27732
Telephone: (603)578-2107 Trlecopier: 1913) 57 -1709

Reotim Mimng Comp v fedes comcentuthilo # o M AN ef fe ot e L o)




DATE:

TS
_ TECHNICAL REVISION TN
AN L::-\", {ALI
Addition of Portable Temporary Heater ™ . -f/,s <§$
December 14, 1988 R
The operator’'s name: TN

Brohm Mining Corporation

The permit number:

Mining/Milling Permit MNo. 439 as amended.

A narrative description of the revision being proposed:

Bring in a temporary (90 days) portable propane fired
heater to heat neutralization solution at the
neutralization pond.

The legal description of land affected by the revision:

See Volume I and 1II Application for Permit Amendment -
January 1988,

A map in compliance with SDCL 45-6B-10 and ARSD
74:29:02:12, showing the land affected by the revision:

See Volume I and 1II Application for Permit Amendment -
January 1988. No additional land will be affected.

The estimated cost of 1implementing and completing the
reclamation of land affected by the revision: :

No additional land will be aifected by this revision.

A description of the reclamation being proposed for the
land affected by the revision:

Since no land 1is affected by this technical revision no
modifications to the current reclamation plan 1is
necessary.

The name and address of the surface owner of land
affected by the revision:

See Volume 1 and 1II Application for Permit Amendment -
January 1988.

The name and address of the mineral owner of land
affected by the revision:

See Volume 1 and 11 Applicatioa for Permit Amendment -
January 1988.

(Jw2cepak) ) (011789)




10.

11.

12,

13.

14.

15.

An instrument of consultation with the surface owner as
required by SDCL 45-6B-12 and proof of consultation with
adjacent landowners as required by SDCL 45-6B-44 for the
land affected by the revision:

Delivered to DWNR as part of a permit amendment March 135,
1988.

Proof of «consultation with the Department of Game, Fish
and Parks and the local conservation district, including
any additional surveys. and requirements considered
necessary by those agencies:

See attached exemption létter from Soil Conservation
Service. Game, Fish and Parks comments to be submitted
directly to DWNR. ‘

Proof of compliance with all county or city zoning
ordinances and requirements or proof that the revision is
in substantial compliance with the ©procedure for
obtaining any necessary county or city permits:

Letter from Lawrence County covering revisions of this
type previously submitted to DwNR.

A postmining reclamation map as required by SDCL
45-6B-7 (8):

See Brohm's Permit Amendment Application - Exhibit 2-6.

The effect the revision has on the timetable and duration
of the mining operation:

There will be no effect on the timetable or duration of
the mining operation as a result of these revisions.

Baseline data and maps pursuant to the requirements of
ARSD 74:29:03:07:

Please refer to Brohm's Permit Amendment Application for
baseline data and maps for these areas.

(Jw2cepak) (011789)
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TECHNICAL REVISION DOCUMENT

Applicant: Brohm Mining Corp.

Date of Technicel Revision Request: January 19, 1989

Nature of Request: Temporarily install a portable propane
heater to heat neutralizing solution

Date of Approval or Denial: Approved January 26, 1989

Conditions:
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BROHNM MINING CORFF.

September 29, 1988

Mr. Mike Cepak 131 ~
S.D. Dept. of Water & Natural Resources oc LJZIE)
Joe Foss Building - I s
523 East Capitol Ave. 412() 1985
Pierre, SD 57501 ‘f@VQVQ4yy
L pC)V'q .

Dear Mike: ' ‘OC-’. AD

. ‘*“il,'f

Per our telephone conversation, Brohm is proposing a
minor modification to the operation of the leach pad. This
modification would involve loading the pad such that the top
surface would have ore all the way across instead of cells with
a void in between. The leach pad base has berms and perforated
drainage pipe to allow for separate collection of pregnant
solution and separate return for the neutralizing solution from
each of the seven cells. The leak detection and recovery system
will remain as is. In the event of a leak, we can isolate the
system, determine the location of the leak and repair the
primary liner system.

Brohm would maintain a void between cells 6 and 7 so we
can comply with and follow the procedure of Heap Neutralization
on page 15 of the conditions. After the initial spent ore
characterization, these cells would also be loaded across the
asphalt curbs. Future monitoring would follow the procedure as
outlined in the conditions.

I am attaching a modified description of the leach pad
operations which is taken from pages 2-36 of the permit
amendment of January 1988. This comparison shows the minor
magnitude of this technical revision request.

If there are any questions, call me at 578-2107.
7

Sincerely,
Brohm Mining Corporation

§§«A LAt S 2

ohn C. Wwilbanks
Dir. ~ Environmental Affairs

JCW/dvl

enc:

South Dakota Ofiice: P.O. Sox 485, DeadwooZ. Scuth Dax2la 37722
Telephone: (EC3) 57E-2107 Telecopie~ (6C3) 378-170¢
Heag O'iz2: =1650-990 West Hastings Sireetl. Va-z:iver, 2C. ViZ 2W2

Tetechoner "802. £82-2232%  TVelex S2-31272 =V VC:  Tetzzizes I
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LEACH PAD OPERATIONS 5. Oor 5 v
';‘:,bio B9g
aveAy
Heap Leaching. The proposed heap leaching procegecg?;{h}l

consist of truck hauling crushed aygglomerated ore from the
stockpile and loading it on the leach pad and then
redistributing the ore by dozer to a depth ofrapproximately 25
feet. The heap will be physically and hydraulically separated
on the bottom by small asphalt berms and perforated drainage
pipe. These berms‘separate the operation and leak detection of

the leach pad into seven individual cells.

When part of the pad has been loaded, solution distribution
lines are fitted with sprinklers on top of the pile and a leach
solution containing 250 to 750 ppm sodium cyanide will be
sprayed onto the pile at the rate of 0.004 gpm per square foot.
Leaching will continue for approximately seven weeks at which
time washing and neutralization will commence. Wash soluvtion
will ©be distributed onto the heap with the existing distribution
piping and at the same application rate as leach solutions.
Four weeks will be allowed for the washing and neutralization of
an individual area ©prior to unloading and disposal. Test work
has shown that a four week period of washing alternating with
drain-down periods followed by another wash period will reduce
the weak acid dissociable (WAD) <cyanide concentration in the
pore water to less than 0.5 mg/L. Hydrogen peroxide will be
added to the wash solutions to ensure the WAD cyanide level is
within specification. Tﬁe effluent solution from thé heap will

be monitored to indicate when washing is complete.




When neutralization is complete, excess moisture will be allowed
to drain from the heap prior to off-loading. Off-loading will
be accomplished by front end loaders and trucks. The spent ore

will then be hauled to the spent ore rock disposal area.

Schedule. The on-off heap leaching process, by its nature, is
subject to curtailment during periods of extreme cold and heavy
sSnow. For this reason the normal operating season is expected
to be the mogths of March through November, inclusive. However,
if weather permits. operation in the other months may continue
using existing technology such as drip irrigation or new

technology which may be developed.

Leach operation will be conducted on a 24 hour per day, seven
day per week continuous basis. In the winter months it is
anticipated that 1leach solution will be circulated through the
heap and process plant even though loading or unloading may not
be feasible. Operation on a continuous basis will keep
operating levels of process solution in steady state and allow

the circulating volumes to be kept to a minimum.

(lchpadop) (092988)
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TECHNICAL REVISION

Leach Pad Loading Modification.

DATE: September 30, 1988
1. The operator's name:
Brohm Mining Corporation
2. The permit number:
Mining/Milling Permit No. 439 a¢ amended.
3. A narrative description of the revision being proposed:

Narrative description contained in cover letter from John
Wilbanks to Mike Cepak dated September 29, 1988.

4. The legal description of land affected by the revision:

See Volume I and II Application for Permit Amendnent -
January 1988.

5. A map in compliance with SDCL 45-6B-10 and ARSD 74:29:02:12,
showing the land affected by the revision:

See Volume I and II Application for Permit Amendment -
January 1988. No additional land will be affected.

6. The estimated cost of implementing and completing the -
reclamation of land affected by the revision:

The estimated cost of reclamation will not increase due to
the changes proposed. Land affected by these changes have
already been bonded at the maxinum levels of disturbance
under the current permit.

7. A description of the reclamation being proposed for the land
affected by the revision:

These technical revisions will be accommcdated under the

exlisting reclamation plan as approved in March 1988. (See
Brohm Mining Corporation - Application For Pernit Amendment
- 1988.)

8. The name and address of the surface owner of land affected
by the revision:

See Volume I and II Application for Permit Anendment -
January 1988.

(tr2-988) (093088)
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11.

12.

13.

14.

15.

-~

The name and address of the mineral owner of land affected
by the revision:

See Volume I and II Application for Permit Amendment -
January 1988.

An instrument of consultation with the surface owner as
required by SDCL 45-6B-12 and proof of consultation with
adjacent landowners as required by SDCL 45-6B-44 for the
land affected by the revision:

Delivered to DWNR March 15, 1988.

Proof of consultation with the’Department of Game, Fish and
Parks and the local conservation district, including any
additional surveys and requirements considered necessary by
those agencies:

To be submitted directly to DWNR by these agencies.
Proof of compliance with all county or city zoning
ordinances and requirements or proof that the revision is

in substantial compliance with the procedure for obtaining
any necessary county or city pernits:

Letter from Lawrence County cover:ng revisions of this type
previously submitted.

A postmining reclamation map as reqﬁired by SDCL
45-6B-7(8):

See Brohm's Permit Amendment Application - Exhibit 2-6.

The effect the revision has on the timetable and duration
of the mining operation:

There will be no effect on the tiretatle or duration cf the
mining operation as a result of thkese revisions.

Baseline data and maps pursuant to the requirements of ARSD
74:29:03:07:

Please refer to Brohm's Pernit Amendment Application for
baseline data and maps for these zreas.
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TECHNICAL REVISIOXK DOCUMENT

Applicant: Brohm Mining Corp.

Date of Technical Revision Recuest: October 5, 1988

Nature of Request: Techpical revision to modify the loading
of the leach pad.

Date of Approval or Denial: Cond;tionally Approved
November 16, 1988

Conditions:

1. Referring to the conditions placed on the April 21,
1988 Amendment to Mining Permit No. 439, and due to the
fact that leaching began with Cells #6 and #7,
Condition B-4 under Heap Neutralization shall be
revised as follows:

During each seven-cell leaching cycle, one cell
shall be subjected to the monitoring required
under intensive treatment monitoring, (A-2) above.
This monitoring will begin with heap Cell #1
following its second use, #2 after its third use,
3 after its fourth use, and so on. Compliance
for off-loading must be demonstrated in accordance
with (A-3) above. If these intensive monitoricg
procedures clearly indicate that the reliability
of the operational monitoring schedule or
parameters is inadequate, the Department may
revise the operational mesitoring schedule to
correct deficiencies.

2. Brohm Mining shall allow adequate buffer between ore
undergoing leaching, spent ore undergoing
neutralization, and spent ore being off-loaded to
prevent mixing of ore under leach, or unneutrzlized
spent ore, with spent ore being off-loaded.

3. If a leach pad cell has or develops a leakage rate
through the primary liner that, individually, causes an
overall pad leakage rate of 300 gallons per acre per
day or more (gpad), that cell, for subsequent ore
loading, shall be isolated froe the rest of tke pad by
leaving void spaces between tte leaking cell and
adjacent cells. A cell that has individually caused an
overall pad primary liner leakage rate of 300 gpad orc
more shall continue to be isolated until it is
repaired. This does not eliminate the need to comply
with the response actioos required under the action




®)

leakage rate schedule (i.e. any cell having a leakage
rate that causes the overall pad leakage rale to exceed
300 gpad is to be repaired follcwing off-loading).

For each individual cell in compliance with approved
neutralization standards, a cell shall only be
off-loaded to a point on the primary liner as shown on
the attached drawing and described as follows:

The toe of the slope of spent ore on the primary
liner which has its crest at the point directly
above the cell dividing berm.
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BROHM MINING CORP.

September 23, 1988 ) .

Mr. Mike Cepak M
Department of Water and Natural Resources .,

Joe Foss Building . .- ' “
Pierre, South Dakota 57301 AR BT S
Dear Mike: ('v'}L'ﬂ )

Per our telephone conversation Brohrn Mining Corporation isw, ! .
requesting technical revisions for the three following Itens . 7
1.) Pond Boot Elirmination.

Brohm's original surge and neutralization pond design called
for the installation of boots where solution pipes were anchored
at the pond bottoms in the attempt to prevent solution leakage.
Following extensive testing it was found that this design was
prone to failure thus an alternative design eliminating liner
penetration was inplemented. The new design allows the piping ;
to rest upon a protective padsslip sheet on top of the pond :
liners eliminating the need for bottom anchors and boots. New
design details are shown on drawings 40-350-02 and 50-410-04.

2.) Liner Vent Elimination.

After further review and design consideration it was
determined that liner vents are not necessary due to adequate
inter-liner ventilation produced by the leak detection pipes.

By eliminating the liner vents the integrity of the primary
liner will not be conpronised and better leak protection will
result. A revised drawing 50-410-0: with the liner vent details
removed 1is enclosed.

3.) Surge Pond Protective Cover Sheet Installation.

To help reduce the phreatic head on the primary liner in the
event of a leak Brohm installed a protective cover sneet over
the primary liner in the surge pond. This cover sheet will also
serve to protect the primary liner ‘rom r:iscellaneous physical
damage due to such thincs as ize novement and pond mainteneénce
activities.

If there are any questicas or vou need acdZitional information
call me at 578-2107

Sincerely,
7 : !

John Wilbanks
Director of Environrentel affeirs

enc:

JW/scw v

South Dakota Office; =.0. Box ¢83, Dz=4w090Z. Soutr Daxkota 37732
Telephone: (6051 £72-21C7 Te'zzopien (803) 7E-5709°
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DATE:

1.

TECHNICAL REVISION
1. Pond Boot Elimination. n."
2. Liner Vent Elimination.
3. Surge Pond Protective Cover Sheet Installatlon.‘
September 28, 1988
The operator's name:
Brohm Mining Corporation
The permit number:
Mining/Milling Permit No. 229 as amenced.
A narrative description of the revision being proposed:

Narrative description conteined in covar lezter Zrom Jchn
Wilbanks to Mike Cepax datei Sep:zember 23, 1988.

The legal description of land affected by the revision:

See Volume I anZ II zzplicezion Ior Permit ipencmant -
January 1°68.

A map in compliance with SDCL 45-6B-10 and ARSD 74:29:02:12,
showing the land affected by the revision:

See Volume I and II 2zolicazion Ior Permit Zmendm2nt -
January 1988. llso enclose:Z are site drawings. o
additional land will e affz=ctecd.

The estimated cost of implementing and completing the
reclamation of land affected by the revision:

The estimated cz:t of reclacaticn wil! not Increzse duz to
the changes prorzssed. Land affezzed zv the:ze chinges ~ave
already besn bcried a: the raxirzn levsls cI diszurban:ce
undear the -urrer: perr-it.

A description of the reclamation being propcsed for the land
affected by the revision:

These technical revisisns w2ll t: acceonodazed under the
apcroved in March 1%38. See
oplizatior. For Zermi: Amenzinent

existing reclamezzion zlan &
Brohm Mining Corooration -
- 1988.)

e

(tr988) (052388)
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ll.

12.

13.

14.

15.

N ) .

[N

The name and address of the surface owner of land affected. f

by the revision: oo _——

See Volume I and II Appiicat:an for Permit \nendrnnt -
January 1988.

The name and address of the kineral owner of land affected
by the revision:

See Volume I and II Appiicat:on fcr Permit amendm=nt -
January 19E8.

An instrument of consultation vith the surface owner as
required by SDCL 45-6B-12 and proof of consultation with
adjacent landowners as required by SDCL 45-6B-44 for the
land affected by the revision:

Delivered to DWNR March 15, 1388.

Proof of consultation with the Department of Game, Fish and
Parks and the local conservation district, including any
additional surveys and requlrements considered necessary by
those agencies:

To be submitted directly to ZWNR v thz:ze agencies.

Proof of compliance with all county or city zoning
ordinances and requirenments or proof that the revision 1is
in substantial compliance with the procedure for obtaining
any necessary county or city permits:

Letter from Lawrence County cztachad.

A postmining reclamation map as required by SDCL
45-6B-7(8):

See Brohm's Permit Amencment pplicaticn - Exhibit 2-6.

The effect the revision has on the timetable and duration
of the mining operation:

=

There will be no effect zn t-z tirztabls or duration of the
mining operation as a result :f these revisions.

Baseline data and maps pursuant to the requirements of ARSD
74:29:03:07:

Please refer to Brohn's Perni: Anendmer:z ~pplication Ior
baseline data and raps f7r th:zse zreas.

~




TECHNICAL REVISION DOCUMENT

Applicant: Brohm Mining Corporation

Date of Technical Revision Recuest: September 23,.1988

Nature of Request: To eliminete piping boots in surge pond,
eliminate liner vents, and to install a cover sheet in the
surge pond.

Date of Approval or Denial: Conditionally approved October

5, 1988

Conditions:

1. The three above-referenced technicel revisions shall be
noted on the as-built or record drewings.



BROHM MINING CORP.

e

.Z'} O
Augest 3C. 1986 Ly
L .

L5 -
S:D \V~I.:-i\:
Mr. Mike Cepak Nl T2 ~
Dept. of Water & Natur:l Resourc:s ::%rfﬁh X i3
Joe Foss Buildirs *~n;jf}:?zﬂ
523 East Capito: Avenua BRI T
Pierre, South Dexota 3750} ~“~\,'Jii

RE: Petroleum S:orags Tecnnical Revision

Dear Mike:

Brohm plexs to change the petro.eum storagz desiin to
comply with the requir=ments of :boveground Statiznary Ztorers
Tanks (AST) Chapzer 7¢:03:30. 7Tze attzched letter from Blat-zer
dated August 26, 1988 shows the Zetail:z of the de:zign. The
diesel tank is oa skids ancé the zil tezk is a treiler ca
wheels. We plan to berm the arez and crovice a 62 Mil =PDE
liner.

Please review t=is revisi:n for appr:-val &zd cai. me =3
578-2107 if ther= are eny cuestizns.

Sinczrely,
Brohn Mining Ccrporation

Lo Wl fon

ohn C. W!ibanks:
Dir. - Environm=ntal :ffair-s

JCwW/dvl
enc:
Scuih Dar:z:z OfF 12 P.C. Z:x 42% Deac~zod, 3:ith Cz-z@a §77:2
Telez-zne: 313) 5722707  Telec:zier <323) 57:-°709
Head T~ @z =i =33 V.z:" Has Stree:. .enco. :° Z.C. - oWz
Telzz-tner ifT. $32-1110 Tezx Tlsvetl 2V I Tiizooet T 8. Tls




TECHNICAL REVISION

Petroleum Storage

~
DATE: August 30, 1988 SN
n<: .
LS
1. The operator's name: ‘ g ~
Brohm Mining Corporation NN A =
A v oso-
. oL s N
2. The permit number: ”Q:f};uﬂ. T~
Mining/Milling Permit No. 439 as amended. ‘“-gilf}\
\\\ ',

3. A narrative description of the revision being proposed:

Narrative description contained in letter from Blattner to
John Wilbanks dated August 26, 1988.

4. The legal description of land affected by the revision:

See Volume I and II Application for Permit Amendment -
January 1988.

5. A map in compliance with SDCL 45-6B-10 and ARSD 74:29:02:12,
showing the land affected by the revision:

See Volume I and II Application for Permit Amendment -
January 1988. Also enclosed are site drawings.

6. The estimated cost of implementing and completing the
reclamation of land affected by the revision:

The estimated cost of reclamation will not increase due to
the changes proposed. Land affected by these changes have
already been bonded at the maximum levels of disturbance
under the current permit.

7. A description of the reclamation being proposed for the land
affected by the revision:

These technical revisions will be accommodated under the

existing reclamation plan as approved in March 1988. (See
Brohm Mining Corporation - Application For Permit Amendment
- 1988.)

8. The name and address of the surface owner of land affected
by the revision:

See Volume I and II Application for Pernit Amendnent -
January 1988.




II~,

The name and address of the mineral owner of land affected
by the revision: Ty T

See Volume I and II Application for Fermit Anendcent -
January 1988.

An instrument of consultation with the surface owner as
required by SDCL 45-6B-12 and proof of consultation with
adjacent landowners as requ1red by SDCL 45-6B-44 for the
land affected by the revision:

Delivered to DWNR March 15, 1988.

Proof of consultation with the'Departnent of Game, Fish and
Parks and the local conservation district, including any
additional surveys and requirements considered necessary by
those agencies:

To be submitted directly to DWNR by these agencies.

Proof of compliance with all county or city zoning
ordinances and requirements or proof that the revision 1is

in substantial compliance with the procedure for obtaining
any necessary county or city permits:

Letter from Lawrence County attached.

A postmining reclamation map as required by SDCL
45-6B-7(8):

See Brohm's Permit Amendment Application - Exhibit 2-5.

The effect the revision has on the timetable and duration
of the mining operation:

There will be no effect on the timetable or duration of the
mining operation as a result of these revisions.

Baseline data and maps pursuant to the requirements of ARSD
74:29:03:07:

Please refer to Brohm's Permit Amendnent 3Application Zor
baseline data and maps for these areés.
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TECENICAL REVISION DOCUMENT

Applicant: Brohm Mining Corp.

Date of Technical Fevisien Request: September 2, 1588

Nature of Recuest: Petroleum Storage Technical Revision

Date of Approval or Denial: Conditionally Approved
October 14, 1888 .

Conditions:

1. Brohw Mining shall follow all requirements concerning
this storage zrea set forth by the Office of Water
Quality's Above Ground Storage Tank Program.
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BROKNM MINING CORP.

August 1, 1988 -
40@ <,
Mr. Mike Cepak & T .
Department of Water and Natural Resources .4“’1(): "29
Joe Foss Building "ﬂ7ﬂ§‘]7 s
Pierre, South Dakota 57501 p.ifc‘;'_ Ag-
\'42‘]»'9

Dear Mike:

Per our telephone conversation Brohm Mining Corporation is
requesting technical revisions for the three following Itecs:

1.) Waste Disposal Area slash.

Brohm's pernit amendment proposed cutting, removing and
piling slash in areas below the waste dumps. Further evaluaticn
showed that the slash could be cut and left in place without
affecting the stability of the dumps. This concept is discussed
in the attached letter from Steve Narkiewicz dated July 22,
1988. #

2.) Tank for solution heater antiscalant.

As included in the permit anendnent Brohm will use a h:aater
to heat the leach solution during cold weather. An antiscalant
(such as Millsperse 802) is necessary to prevent scale fro=x
forming inside the heating pipes. We will place a 60 nil
H.D.P.E. liner over a bermed area adjacent to the surge pori.

Details of the tank and location are shown on drewing
20-415-01 and the 8.5°X11" drawing of the tank and bermed :rea.

3.) Surge pond water-table depression and nonitoring wells.

Two wells have been drilled north of the surge pond. Thess
wells are to be used to keep water away fron the base of tle
surge pond and to detect any lezkage that cay cccur. Sampling
parameters will be the sanme as for the plant site french drain
outlet.

~

If there are any quasticns or ycu need adiitional infcrmation
call me at 378-2107

Sincerely,
£ willao ko

John Wilbanks
Director of Ernvironnental Affairs

enc:

JW/scw

South Dakota Office: P.O. Box 485, Deadwooc. South Zzkota 27732
Telephone: (605) 578-2107 Telecopier. =25) £7E-170¢

Heac OYfice: =1860-993 Wiest Hast~gs Street, Vancz_.2-. BC 2C 2V.2

Telephone £04) 662-838% Te'ex 04-51472 PVC VCF Tzeccs i 204 1is-"lzz




DATE: August 1, 1988 T

1.

blin

TECHNICAL REVISION £ A Loy

20, i SO
o)

1. WASTE DISPOSAL AREA SLASH. "7 ST Sy
2. TANK FOR SOLGTION BEATER ANTISCALANT. Og.--fv
SURGE POND WATER-TABLE DEPRESSION AND MONITORING WELE \C

The operator's nane:

Brohm Mining Corporation

The permit number:

Mining/Milling Pernit No. 439 as acended.

A narrative description of the revision being proposed:

Narrative description contained in letter from John Wilbanks
to Mike Cepak dated August 1, 1988.

The legai description of land affected by the revision:

See Volume I and II Application for Perrit Anendmernt -
January 1988.

A map in compliance with SDCL 45-6B-10 and ARSD 74:29:02:12,
showing the land affected by the revision:

See Volune I and II Application fcr Persit Anmendment -
January 1988. 2also enclesed are 2 nap and flow chart
showing how and where the wells and antiscalent tark fit
into the process schene and are located.

The estimated cost of implementing and completing the
reclamation of land affected by the revision:

The estimated cost cf reclamation will not increase due to
the changes proposed. Land zffect=d by these changes have
already been bonded at the maxinun levels of disturbance
tnder the current perrit.

A description of the reclamation being proposed for the land
affected by the revision:

These technical revisions will be accomrnodated under the
existing reclanation plan as approved in March 1988. (See
Brohm Mining Corporaticn - Application for Permit fnmendnent
- 19€8.)

The name and address of the surface owner of land affected
by the revision:

See Volume I and II application for Pernit Anendnment -
January 1988.
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11.

13.

15.

‘9@ o,

The name and address cf the clneral owaer of l téﬁ
by the revision: GO 5? . .4”
O ; 2 “.-ﬁ VO
See Volume I and II Arzlication for Perrit Rnen 4ﬁhr?\
January 19t¢s. ,:‘:‘
o

An instrument of consuitation with the surface owner as KW\.‘BD
required by SDCL 45-6E5-12 and proof of consultation with -
adjacent landowners as required by SDCL 45-6B-44 for the

land affected by the revision:
Pelivered t> DWNE Marzz 15, 198E.

Proof of consultation with the'Department of Game, Fish and
Parks and the local conservation district, including any
additional surveys and requirements considered necessary by
those agencies:

To be subnizted direc:i.y to DWNR :v th2se agencies.

Proof of compliance with all county or city zoning
ordinances and requirenents or proof that the revision is
in substantial cobpliance with the procedure for obtaining
any necessary county or city perrits:

Letter to bz subritted directly to DwWhR by Lawrenc2 County.

A postomining reclamation map as required by SDCL
35-6B-7(8):

See Rrohm's Termit Amsndpent Appllicetisn - Exhibit 2-%.

The effect the revisica has cn the timetable and duration
of the pining operaticn:

There will =2 no =ffez: on the tirztabls or duraticn cf the
~ining operezion e¢s & result of thzse revisicns.

Baseline data and naps pursuant tc the requirements of ARSD
74:29:03:07:

1= znfnert Apslicatizn Ior
c <

".'2
co
p=Ty

U‘ ")

!1
4 -




TECHNICAL REVISIOX DOCUMENT

Applicant: Brohm Minicg Corporation

Date of Technical Revision Feguest:. August 3, 1988
(Supplemental information susaitted August 18, 1988)

Nature of Request:

wells near the surge pocad.

Date of Approval or Depnial: Septesber 28, 18988

Conditions:

1.

Brohm Mining shall obtain a water rights permit, if
required, for the dewatering wells in accordance with
SDCL 46-1 or 46-5, as applicedle (contact Division of
Water Rights).

Brohm Mining shall obtaino a Nationel Poliutant
Discharge Elimination System Generel Pernit for
Construction Activities, if required, for- the
dewatering wells in acccrdance with ARSD 74:03:18:48
(contact Mary Yakawich, Division of Land and water
Quality).

To operste two dewsitering and monitoring
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BROHM MINING CORP.

August 1, 1988 E]T(

Mr. Mike Cepak S .“;3
Department of Water and Natural Resourc=:s lhjblcqu ‘5?
Joe Foss Building . “~'v':'1t;§ﬁyo,_
Pierre, South Dakota 57501 1?&3?{131;
\:4’) ?"-‘D

Dear Mike:

Per our telephone conversation Brohkn Mining Corporation 1is
requesting technical revisions for the three following Iters:

1.) Waste Disposal Area slash.

Brohn's permit amendment proposed cutting, removing and
piling slash in areas below the waste dumps. Further evaluation
showed that the slash could be cut and left in place without
affecting the stability of the dumps. This concept is discussed
in the attached letter from Steve Narkiewicz dated July 22,
1988.

2.) Tank for solution heater antiscalant.

As included in the permit amenénent Brohm will use a heater
to heat the leach solution during cold weather. An antiscalant
(such as Millsperse 802) is necesszry to prevent scale fron
forming inside the heating pipes. We will place a 60 mil
H.D.P.E. liner over a bermed area 2djacent to the surge pond.

Details of the tank and location are shown on drawing
20-415-01 and the 8.5"X11" drawing of the tank and bermed area.

3.) Surge pond water-table depression and monitoring wells.

Two wells have been drilled north of the surge pond. These
wells are to be used to keep water away from the base of the
surge pond and to detect any leakage that may occur. Sampling
parameters will be the same as for the plant site french drain
outlet.

If there are any questions or you reed additional information
call me at 578-2107

Sincerely,

John Wilbanks

Director of Environmental aAffzirs
enc:

JW/scw

\‘

South Dzkota Office: P.O. Box 485, -z=adwoad, South Dakota 57732
Teiephone: (605) 578-2127 Tzlecop’ar (605) 578-1709

Hea= Office: =°660-©2¢ West -zslings 3Teel, Vzicouver, £C. - VEC 2WW2
Teleghone: 334) €32-3383  Te'ax 0231472 =V C VIR Te'zzzost (234 £22-1329
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August 15, 1988 45:f7

- I.;”, J ',- ‘*I
'4.(‘ l ‘\"‘\,"‘\. - - \{)C",: -
"""‘{*:}\'? -
Mr. Michael Cepak <E”¥Efl\
S.D. Dept. of Water and Natural Resources ' ”k:‘ﬂfz)
Joe Foss Building S F
523 East Capitol Avenue . )
Pierre, SD 57501 :

Dear Mike:

The following is in response to our telephone conversation
concerning the de-watering wells next to the surge pond.
Preliminary indications derived by air lifting during well
development show a yield of flow of two gallon per minute per
well.

It is likely the yields will increase when water generated by
snowmelts and heavy rains percolate through to the fill/native
material interface. Maximumn yields are expected to be about 30
gpm between both wells. Due to the uncertainty of these figures
Brohm installed pumps in each well capable of pumping 50 gpm
each thus designing in a large factor of safety to protect the
integrity of the surge pond.

Discharge from these walls will be piped directly to the drop
inlet structure connected to the Strawberry Creek culvert
north-east of the surge pond. This method of discharge will
protect surface channels from erosive flows while avoiding the
reintroduction of water into a system that is already saturated
by spring snow melt. Consideration was given to routing
discharges into the surge pond but it was determined that the
timing of pumping fron these de-watering wells could coincide
with surplus amounts of water already in the system from spring
precipitation.

Sincerely,

/é./.u. Wl Cu—wé

John Wilbanks, Director
Environmental Affairs

JW:st
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TECHNICAL REVISION DOCUMENT

Applicant: Brohm Mining CTorp.

Date of Technical Fevisior Recuest: August 3, 1988

Nature of Request: To leave slash in waste disposal area,
to install an antiscalant tank, and to operate two
dewatering and moni:oring wells near the surge pond.

Date of Approval or Denial: <Jonditionally approved iugust
23, 1988 .

Conditions:

1. Brohm Mining szall remove all salvageable topsoil from
the waste dispcsal area.

2. All marketable timber shall be removed from the waste
disposal areas. All non-markeiable timber exceeding
six inches in diameter szall also be removed and
disposed of properly.

3. During final reclamation and regrading of the waste
disposal areas all trees and tcpsoil shall be removed
from the area *hat will e covered with waste cutside
of the toe of :the end dumped area.

4. Slash to be leit shall be laid flat prior to covering
with waste.

Antiscalant Tank

1. Brohm Mining skall submit to tze Derartmeat evidence by

October 1, 1988, that the antiscalant acid is
compatible with the EDPE liner zaterial.
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BROHNM MINING CORP.%,
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May 27, 1988 454%

Mr. Michael Cepak, Engineer eQ?CbV

S.D. Dept. of Water & Natural Resources
Exploration and Mining Progran ' “
Joe Foss Building
523 East Capitol Ave.
Pierre, SD 57501

RE: Technical Revision of Gilt Edge to Increase Size of
Diatomaceous Earth Pond and Leach Pad Liner

Dear Mr. Cepak:

Brohm plans to make some minor changes in the design and
construction of the leach pad and diatomaceous earth pond.

These changes are shown on the attached drawings and require
approval from DWNR as technical revisions. A list of associated
regulatory items with responses is also attached.

We need to increase the size of the diatomaceous earth pond to
120 feet long and 35 feet wide. The depth will remain the
same. This change will better facilitate the cleaning of the
pond with the back hoe.

We also need to extend the leach pad on the east side by about
47 feet and make adjustment on the haul road to keep it at a
width of 45 feet. We will crown the haul road in the center so
the area of drainage for the leach pad will remain the same.
This change will extend the width of the leach pad by
approximately 47 feet to a total width of approximately 485
feet. The lined part of the leach pad will increase from about
10 acres to 11.5 acres. This area was part of the haul road and
the water balance included all of the haul road in the
calculations. <

The proposed change is necessary so that the required apount of
ore can be stacked in each cell while maintaining 5 to 15 feet
clear space between the ore and the edge of each cell. This
space will assure that the spray from a particular cell will not
reach any other cell and the ore can be off-loaded safely
without damaging the cell separation curbs.

The proposed change will have no effect on the overall footprint
of the leach pad since the outer boundary of the leach pad stays
the same. This means that the collection area for precipitation
events stays the same and the location of the game-tight fence
remains unchanged. Solution flowrates on and off of each cell
are unchanged as is the leaching and neutralization cycle.

South Dakota Qfice; P.O. Box 485, Czadwoss. Sou:m Take:z 57732
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Mr. Michael Cepak Q Y J’Zax
May 27, 1988 i, A A
Page 2' %}'{O '//0; "’D

We have approval from Lawrence County and the Soil Consgc ion
Service. A letter will be sent directly to vou fronm Gam‘,CF't
and Parks. Construction is scheduled to start soon and we %@
appreciate an early response.

If there are any questions or vou need additional information,
please call me or Dan Blakeman.

.

Thank you.

Sincerely,
Brohm Mining Corporation

/ / wozl /
John Wilbanks
Dir. - Environmental Affairs

Jw/dvl
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TECBENICAL REVISION FOR DIATOMACEOUS Jszsz:y
EARTB POND AND LEACH PAD }>>\

1. The operator's name: Xy /’/'/41‘/3
.. -lr:x'pzo,b J A
Brohm Mining Corporation “"Q.;‘.‘k'?'.-
X N L‘ 4'(‘- )
2. The permit number: "‘HV£;-3;1>

Mining/Milling Permit No. 439 as amenced.
A narrative description of the revision being proposed:

See attached diatomaceous earth pond narrative and leach pad
revision narrative.

The legal description of land affected by the revision:

See Volume I and II Application for Permit Amendment -
January 1988.

A map in compliance with SDCL 45-6B-10 and ARSD 74:29:02:12,
showing the land affected by the revision:

See Volume I and II Application for Permit Amendnent -
January 1988.

The estimated cost of implementing and completing the
reclamation of land affected by the revision:

.

The estimated cost of reclamation will not increase due Lo
the changes proposed. Land affected by these changes have
already been bonded at the maxipum levels of disturbance
under the current pernit.

A description of the reclamation being proposed for the land
affected by the revision:

These technical revisions willsbe accommodated under the
existing reclamation plan as approved in March 1988. (S=ze
Brohm Mining Corporation - Application For Permit Arendrent
- 1988.)

The name and address of the surface owner of land affected
by the revision:

See Volume I and II Application for Pernit Amendnent -
January 1988.

The name and address of the nineral owner of land affected
by the revision:

See Volume I and II Application for Permnit Amendment -
January 1988.

(052:88)




10.

11.

13.

14.

15.

\ "i@m
: . ')‘\'A

An instrument of consultation with the surface‘ﬁxﬁ&p °J/b f:Z)

required by SDCL 45-6B-12 and proof of consultatléb'ﬁ Voo

adjacent landowners as required by SDCL 45-6B-44 fo -9)

land affected by the revision: 5 éyx?
AL

Delivered to DWNR March 15, 1988. Qﬂ;fb

Proof of consultation with the Department of Game, Fish and
Parks and the local conservation district, including any

‘additional surveys and requirements considered necessary by

those agencies:
To be submitted directly to DWNR by agencies.

Proof of compliance with all county or city zoning
ordinances and requirements or proof that the revision is
in substantial compliance with the procedure for obtaining
any necessary county or city permits:

Letter to be submitted to DWNR after May 25 County meeting.

A postmining reclamation nap as required by SDCL
45-6B-7(8):

Please refer to Brohm's Permit Amendment Application -
Exhibit 2-6.

The effect the revision has on the timetable and duration
of the mining operation:

There will be no effect on the timetable or duration of the
mining operation as a result of these revisions.

Baseline data and maps pursuant to the requirepents of ARSD
74:29:03:07:

Please refer to Brohm's Permit Amendment Application for
baseline data and maps for these areas.

¥
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TECHNICAL REVISION DOCUMENT

Applicant: Brohm Mining Corporation

Date of Technical Revision Request: May 18, 1988
(Supplemental Information submitted May 31, 1988)

Nature of Request: To increase the Diatomaceous Earth

(D.E.) pond from 60 feet long by 35 feet wide to 120 feet

long and 35 feet wide. Also, to extend the leach pad 47
feet east and adjust the haul road on the east side of the
leach pad accordingly.

Date of Approval or Denisl: Conditionally Approved June 2,
1988

Conditions:

1. Construction of the expansion areas of the diatomaceous
earth pond and leach pad shall follow the plans and
specifications, conditionally approved April 18, 1988,
and May 25, 1988, for these facilities. Construction
of the expansion areas shall also comply with
conditions placed on the approval of the plens and
specifications for these facilities.
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e Yater & Natural ResourceS’

JooFossBuﬂmng
523 East Capitol
Pierre, South Dakota 57501-3181

January 31, 1990 “.

Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
P.O. Box 485

Deadwood, SD 57732

RE: Caustic Soda Pumping Facility Technical Revision

Dear Mr. Hubbard:

Departmental review of the technical revision submitted January
19, 1990, regarding the above mentioned revision, has been
completed. As a result of this review, the conditional approval
for installing a storage building for the caustic soda pumping
facility has been granted. The approval is contingent on Brohnm
Mining complying with the following:

l : 1. Brohm Mining shall notify the Department immediately upon
caustic soda spillage. This notification shall follow
procedures set forth in the spill contingency plan.

This letter serves only to conditionally approve the technical
revision to install a storage building for the caustic soda
pumping facility. This letter in no way is to be construed as
agreement to, or approval of, any future plans associated with
the project. Approval of this technical revision does not in any
way release the application from responsibility that the project
will be an operable facility when construction is completed.
Brohm Mining may proceed with the-work outlined in the approved
technical revisions upon compliance with the above conditions.

Should you have any questions concerning this matter, please do
not hesitate to contact this Office (Phone: (605) 773-4201).

Sincerely,

QoA F 2oyt

Raymond F. Birchem, P.E.

Staff Engineer

Department of Water and Natural Resources
‘ Phone: (605) 773-3296 '
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523 East Capitol x
Pierre, South Dakota 57501-3181 . "\ -

MR

Novembeli 30 Oggﬁg )
i/

Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
P.O. Box 485

Deadwood, SD 57732

RE: The loading and leaching of Cell 7
Dear Mr. Hubbard:

The Department is in receipt of your letter telefaxed
this date (your letter dated November 30, 1989), requesting

permission to load Cell 7 with ore. The letter was
‘ submitted pursuant to Condition No. 9 of the September 12,
1989 technical revision approval for the relining of the

Brohm Leach Pad. The Department hereby approves Cell 7 for
loading and operational leaching.

If you have any questions regarding this approval,
please feel free to call our office.

Sincerely,

Teduet D

Michael D. Cepak s
Program Chief

Exploration and Mining Program
Telephone: (605) 773-4201

189 %9
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Water & Natural Resources

406 Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

November 22, 198BS

Mr. Scott Wandstedt
Brohm Mining Corporation
PO Box 485

Deadwood, SD 57732

RE: Sealing of North Rub; Gulch Mine Shaft
Dear Mr. Wandstedt:

Departmental review has been completed for the plans and
specifications submitted November 20, 1989 regarding the sealing of
the North Ruby Gulch mine shaft. This is pursuant to Condition No.
5, page 12 of Brohm's Mine Permit No. 439 Amendment Conditions.
Conditional approval of the plans has been granted contingent upon
Brohm complying with the following conditions:

1) Brohm shall notify Mark Keenihan at the DWNR’s Rapid City office
24 hours prior to sealing the shaft in order that he may witness
the closure.

2) To minimize downward migration of leachate through the backfilled
soil and rock material (more permeable than the surrounding
undisturbed ground) sandwiched between the two bentonite layers, a
10 ft. by 10 ft. sheet of 80 mil VLDPE shall be placed over the
backfilled shaft. The plastic shall be covered with enough rock
to hold it in place when the toe of the spent ore dump advances
over it.

This letter serves only to approve the plans and specifications for
sealing the North Ruby Gulch shaft. This letter in no way is to be
construed as agreement to, or approval of, any future plans or
revisions associated with the project. Brohm may proceed with the
work outlined in the November 20, 1989 correspondence upon compliance
with the above conditions.

Should you have any questions concerning this matter, please do not
hesitate to contact this office.

Sincerely,

Thermss UV Pk

Thomas V. Durkin
Hydrologist

Exploration & Mining Program
Telephone: (605) 773-4201

cc: Mark Keenihan, DWNR-Rapid City Office

1889 1989
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November 20, 13889

Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
P.0O. Box 485

Deadwood, South Dakota 57732

RE: The loading and leaching of Cell 6
Dear Mr. Hubbard:

The Department is in receipt of your letter submitted
November 17, 1989, requesting permission to load Cell 6
’ with ore. The letter was submitted pursuant to Condition
No. 9 of the September 12, 1989 technical revision
approval for the relining of the Brohm Lead Pad. The
Department hereby approves Cell 6 for loading and
operational leaching.

If you have any questions regarding this approval,
please feel free to call our office.

Sincerely,

Eric Holnm

Natural Resources Engineer
Exploration and Mining Program
Telephone: (605) 773-4201
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October 26, 1989

Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
Deadwood, South Dakota 57732

RE: Batten-strip VLDPE to Pipe Penetration Concrete

Dear Mr. Hubbard:

The Department is in receipt of your letter submitted
October 25, 1989, regarding the battening of the VLPDE to
the pipe penetration concrete. The Department concurs with
. Brohm's assessment that battening in this case would be
better than booting the various solution pipes. The
Department hereby approves battening the VLDPE to the pipe
penetration concrete.

If you have any questions regarding this matter, please
feel free to call our office.

Sincerely,

Q?JK Lhd PE

Raymond F. Birchem, P.E. P

Staff Engineer

Department of Water and Natural Resources
Telephone: (605) 773-3296

@ :
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APa\Yo'aN pepartment of
¢ Yater & Natural Resources

~ve Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

October 17, 1988

Mr. Scott Wandstedt
Environmental Specialist
Brohm Mining Corporation
PO Box 485

Deadwood, SD 57732

RE: Heap Neutralization, Mine Permit Condition A-1 and B-1

Dear Scott:

Based on the results of the effluent characterization of Cell 5,
enclosed with your September 29, 1989 letter, cadmium must be added
to the list of parameters to be analyzed in the neutralized effluent
or pore water prior to off-loading future heaps. In short, the
following revised list of parameters must be analyzed:

. Cl As NO3

S04 Cu NO2
pH Ag NH3
WAD CN Zn
TDS cd

If you have any questions, please don’t hesitate to contact me.

Sincerely,

M‘m i %‘4»4\’).

Thomas V. Durkin
Hydrologist

Exploration & Mining
Telephone: (605) 773-4201
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October 13, 1989

Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
P.0. Box 485

Deadwood, SD 57732

RE: The loading and leaching of Cell 5§
Dear Mr. Hubbard:

The Department is in receipt of your letter submitted
October 13, 1989, requesting permission to load Cell 5 with
‘ ore. The letter was submitted pursuant to Condition No. 9
of the September 12, 1989 technical revision approval for
the relining of the Brohm Leach Pad. The Department hereby
approves Cell 5 for loading and operational leaching.

If you have any questions regarding this approval,
please feel free to call our office.

Sincerely,

Michael D. Cepak

Program Chief

Exploration and Mining Program
Telephone: (605) 773-4201
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October 10, 1989 ' S T

Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
P.0O. Box 485

Deadwood, SD 57732

RE: The loading and leaching of Cell 2

Dear Mr. Hubbard:

The Department is in receipt of your letter submitted
October 10, 1989 (your letter dated October 9, 1989),
requesting permission to load Cell 2 with ore. The letter
. was submitted pursuant to Condition No. 9 of the September
12, 1989 technical revision approval for the relining of the
Brohm Leach Pad. The Department hereby approves Cell 2 for
loading and operational leaching.

If you have any questions regarding this approval,
please feel free to call our office. :

Sincerely,

Michael D. Cepak

Program Chief

Exploration and Mining Progrem
Telephone: (605) 773-4201

XAy 1mY
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Joe Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

October 5, 1989

Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
PO Box 485

Deadwood, SD 57732

RE: Neutralization Solution Heating System and Carbon
Adsorption System Technical Revision

Dear Lance:

Departmental review of the technical revision submitted September
28, 1989 regarding the above mentioned revision, has been
completed. As a result of this review, the conditional approval
for installing the neutralization solution heating system and the
. carbon adsorption system has been granted. The approval is
contingent on Brohm Mining complying with the following:

1. Since there may be sharp aggregates in the concrete mix,
Brohm Mining shall take steps to prevent damage to the 80
mil VLDPE liner during the pouring of concrete.

2. The thickness of the VLDPE shall be plus or minus 10 percent
of 80 mil. This thickness shall be measured at minimum
frequency of 1 measurement per 100 feet of VLDPE.

3. All holes greater than one-sixteenth inch (1/16") diameter
shall be patched using a piece of VLDPE membrane. Holes
smaller than one-sixteenth inch (1/16") may be repaired
using an extrusion weld bead. Vacuum testing procedures for
extrusion welds described in previously approved plans and
specifications shall apply.

4. Brohm Mining shall submit the resumes and qualifications of
personnel involved in the construction quality assurance
(CQA) of the lining system by Octocber 10, 1989. Brohm
Mining shall notify the Department of CQA personnel changes
prior to their commencement of work.

10891989




Brohm Mining shall notify the Department of liner completion
and request Departmental approval prior to the po ring of
concrete. BRI U A

. ”:‘__ .. \;

6. Brohm Mining shall follow all other apﬁllcable llner 1
installation specifications approved fqﬁg?he‘gqach-gad
reline project.

This letter serves only to conditionally hppYSVe the above
mentioned revision. This letter in no w ay 8 %o be construed as
agreement to, or approval of, any future pléns associated with the
project. Approval of this technlcal revision does not in any way
release the application from responsibility that the project will
be an operable facility when construction is completed. Brohn

Mining may proceed with the work outlined in the approved

technical revisions upon compliance with the above conditions.

Should you have any questions concerning this matter, please do
not hesitatg to contact this Office (Phone: (605) 773-4201).

Sincerely,

Raymond F. Birchem, P.E.

Staff Engineer

Department of Water and Natural Resources
Phone: (605) 773-3296




Al o.'a\ Department of
®.Vater & Natural Resources

Joe Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

November 3, 1989

Mr. Lance J. Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
PO Box 485

Deadwood, SD 57732

RE: Brohm Mining Permit 439 Technical Revision for Modification of
Compliance Limits for Chemical Parameters.

Dear Mr. Hubbard:

Departmental review of material submitted by Brohm Mining
Corporation (October 27 and 30, 1989) requesting approval of a one
year interim testing period during which the currently approved
pore-water/solid sampling method may be used to determine off-load
criteria for WAD cyanide (WAD CN) has been completed. As a result
of this review and our October 24, 1989 meeting, the Department
hereby grants approval contingent upon Brohm complying with the
‘ following conditions:

1) Heaps may not be off-loaded until the pore water test results
show compliance with ARSD 74:29:05:08 and the effluent
collected from the toe of the heap exhibits a concentration
of 2.0 ppm WAD CN or less. This is required because the
tonnage calculation included in the October 6, 1989 ASCI
report are based on 2.0 ppm WAD CN concentrations.

2) Brohm shall submit a cumulative log of all spent ore
off-loaded during the interim period each time a heap is
off-loaded and within one week of off-loading. The log shall
include the tonnages off-loaded. It shall also include a
calculation of the total mass of additional WAD CN deposited
in Ruby Gulch based on spent ore off-loaded in which the pore
water test was used and the effluent was greater than 0.5 ppm
but less than or equal to 2.0 ppm WAD CN. The WAD CN
calculation shall be as follows:

(Tons of spent ore off-loaded)(X moisture/100)(effluent
concentration in ppm/1,000,000) (2,000 1b/ton) = 1lbs of WAD CN.

Percent moisture shall be calculated from samples taken at
the toe of the heap. In no case shall the off-loaded mass of
additional WAD CN exceed 221 lbs.

1889 19Re
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Be aware that any spent ore off-loaded using the currently
approved effluent teast that meets 0.5 ppm WAD CN need not be
included in the mass of additional WAD CN calculation.
Please keep the log simple and to the point.

3) The following groundwater monitoring schedule shall be
incorporated into Brohm’'s current operational hydrologic
monitoring plan:

Monitoring Station Sampling Frequency Parameters to be Tested

GW-12 Monthly pH, Conductivity, TDS
NO3, Total & WAD CN,
Water level.

GW-13 Monthly pH, Conductivity, TDS,
HCO03, S04, Total & WAD
CN, Na, As, Cd, Cu, Se,
Zn, NO3, Water level.

In addition to WAD CN, be aware that the DWNR will be monitoring
effluent concentrations of other key parameters that are above
standards in a typical pregnant solution (i.e., Cl, S04, pH, TDS,
As, Cu, Ag, Zn, Cd, NO3, NO2, & NH3) to determine what these
concentrations are when effluent WAD CN concentrations are between
0.5 and 2.0 ppm. This information will be used in the future by
the DWNR to assess the potential impacts these paremeters may have
on the environment when off-loading at higher effluent WAD CN
concentrations. )

Based on the ASCI testing program results, it should be understood
that DWNR reserves the right to make the final decision on
approving alternative neutralization testing methods.

This letter serves only to conditionally approve the technical
revision to use the pore water test method to determine off-load

criteria for the interim test period. This letter in no way is to
be construed as agreement to, or approval of, any future plans
associated with the project. Brohm may proceed with the work

outlined in the technical revision contingent upon compliance with
the above conditions.
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Sincerely,

-

Thomas V. Durkin
Rydrologist

Exploration & Mining Progran
Telephone: (605) 773-4201

cc: Floyd Matthew, Department Secretary
Adrian Smith and Terry Mudder, ASCI
Ron Sieg, GF&P
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Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
P.0O. Box 485

Deadwood, SD 57732

RE: The loading and leaching of Cell 3
Dear Mr. Hubbard:
The Department is in receipt of your letter submitted

September 29, 1989 (your letter dated September 28, 1989),
requesting permission to load Cell 3 with ore. The letter

‘ was submitted pursuant to Condition No. 9 of the September

-0ch~

12, 1989 technical revision approval for the relining of the
Brohm Leach Pad. The Department hereby approves Cell 3 for
loading and operational leaching.

If you have any questions regarding this approval,
please feel free to call our office.

Sincerely,

Michael D. Cepak 5
Program Chief

Exploration and Mining Progranm
Telephone: (605) 773-4201

B9 1une
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4 ’A\i -i&! A\ Department of

® Vater & Natural Resources

Joe Foss Building
623 East Capitol
Pierre, South Dakota 57501-3181

September 28, 1988

Mr. Lance Hubbard
Safety-Security Supervisor
Brohm Mining Corporation

P. 0. Box 485

Deadwood, South Dakota 57732

Dear Mr. Hubbard:
As per your letter of September 20, 1989, the three Sioux Model

D-3000, 3,000,000 BTU/hr hot water heaters are exempt from
permitting requirements as stated in ARSD 74:26:01:45.

This regulation states: A permit or variance for the operation
‘ of a source is required for all sources with the following
exceptions:

(4) A device or apparatus which has a heat input capability
of not more than 3,500,000 BTU's per hour.

I1f you have any further questions regarding the status of these
units, please contact me at (605) 773-3153.

Sincerely,

Keith destring

Natural Resources Bngineer
Division of Air Quality and Solid Waste

s

1889 - 1909
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A L\i u;&! a\ Department of

® Nater & Natural Resources

Joe Foss Building
623 East Capitol
Pierre. South Dakota 57501-3181

.September 19, 1989

Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporation
P.0O. Box 485

Deadwood, SD 57732

RE: Condition No. 10 of September 12, 1989 Technical
Revision to Reline Leach Pad - Submission of
Hydrostatic Test Plan

Dear Mr. Hubbard:

Departmental review has been completed for the
hydrostatic testing program plan submitted September 12,
1989. Based upon this review the Department will not
require hydrostatic tests to be performed on the VLDPE liner
for the relined cells of the leach pad, although Brohm
Mining may still perform the hydrostatic test under their
own volition. The main reason for this is that the
secondary leak detection, collection and recovery system
(LDCRS) was not designed specifically as a LDCRS, but as a |
cushion layer. This layer has a low permeability and a slow |
leakage response time, meaning that leakage may take very !
long times to report to the monitoring points. The response [
time would be on the order of several days or weeks |
depending upon the size of the leak, and the distance to the |
monitoring point.

The Department in its review also looked at performing
the hydrostatic test on the cushion layer and at full heap
height in order to establish a hydraulic head on the VLDPE.
The problem of the slow response time in the secondary LDCRS
remained, and there were the additional problems of locating
and repairing leaks with the cushion layer and ore in place.
In these evaluations it became apparent that hydrostatic
testing of the VLDPE could not be effective due to the long
response times of the secondary LDCRS and other problems.

Also, the Department does not consider the VLDPE liner
to be the primary liner, but it is considered to be a repair
of the primary liner. The action leakage rate (ALR) ~~ 7~
schedule and leakage responses still apply to the ariginal,

liner. : A IEIB.R\T
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Should you have any
please do not hesitate to
Program.

questions concerning this matter,
contact the Exploration and Mining

Sincerely,

Michael D. Cepak
Program Chief

Exploration and Mining Program
Telephone: (605) 773-4201
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523 East Capitol
Pierre, South Dakota 57501-3181

September 18, 1989

Mr. Lance Hubbard
Safety/Security Supervisor
Brohm Mining Corporstion
P.0O. Box 485

Deadwood, SD 57732

RE: Conditions on Brohm Mining Technical Revision to Reline
Leach Pad

Dear Mr. Hubbard:

The Department has been in contact with Glen Hugueley
of Vector concerning the specifications for testing wedge
welded seams. Condition No. 4 of the September 12, 1989
approval letter for the reline technical revision was
written to HDPE specifications. These specifications do not
reflect the industry standards for VLDPE and the Department
is revising Condition No. 4 as follows:

q. For testing welded seams, 100 percent of the wedge
welded seam shall be air pressure tested. The
allowable pressure drop for the compressed air test
shall be 2 pounds per square inch (psi) over a S-minute
interval at a pressure of 30 psi. Otherwise, the leak
shall be located and the area repaired. For seams that
are extrusion welded, the vacuum testing procedure
described in the approved plans and specifications
shall apply.

Should you have any questions concerning this matter,
please do not hesitate to contact the Exploration and Mining

Program at (605) 773-4201.

Sincerely; -

,47,7,. _;”ar,&«z 75
Raymond‘f*»&;;ghemz.P E.

Staff Engineer-

Department of Water and Natural Resources

Telephone: (605) 773-3754

1889 - 1989
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.'a\ Department of
@ Jater & Natural Resources

Joe Foss Building
523 East Capitol

Pierre, South Dakota 57501-3181

September 12, 1989

Mr.

Lance Hubbard

Safety/Security Supervisor
Brohm Mining Corporation

P.O.

Box 485

Deadwood, SD 57732

RE:

Brohm Mining Permit 439 Technical Revision - Plans and
Specifications Changes Submitted September 8, 19883

Dear Mr. Hubbard:

Departmental review has been completed for the

technical revision submitted September 8, 1989, regarding

"' the

following plans and specifications changes:

1. The relining of the leach pad;

2. The replacement of the 8-inch diameter outlet
pipes on the leach pad with 10-inch diameter
pipes; and

3. The addition of 8 10-inch diameter neutralization
return line to the neutralization pond, and the
replacement of the 6-inch diameter neutralization
on-solution line with a 8-inch diameter line.

Based upon the Departmental -review, the conditional

approval for the technical revision has been granted. This
approval is contingent upon Brohm Mining complying with the
following conditions:

1.

Brohm Mining shall submit details of the anchor
trenches for the VLDPE liner as soon as practicable.

Referring to the drawings entitled "Concrete Transition
Berm"” and "Liner System Transition at Concrete Berm™ in
the Technical Support Document for the Proposed
Technical Revision to the Gilt Edge Leach Pad, Brohm
Mining shall use fill material (sand, polyethylene
foam, or other material) to reduce the 90 degree bends
on the concrete curbs to 45 degrees, to facilitate

& (BLEBRAT
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Mr. lLance Hubbard

September 12, 1989
‘ Page 2

laying of, and to reduce stress points on, the VLDPE
liner. Brohm Mining need not install the fill at pipe
outlet sections of the curbs.

3. The details of the geotechnical slability study
(STABL4 program) shall be submitted as soon as
practicable.

4. For testing welded seams, 100 percent of the wedge
welded seam shall be air pressure tested. The
allowable pressure drop for the compressed air test
shall be 2 pounds per square inch (psi) over a 5-minute
interval at a pressure of 30 to 40 psi. Otherwise, the
leak shall be located and the area repaired. For seams
that are extrusion welded, the vacuum testing
procedures described in the approved plans and
specifications shall apply.

5. The thickness of the VLDPE shall be plus or minus 10
percent of 80 mil. This thickness shall be measured at
minimum frequency of 1 measurement per 100 feet of
VLDPE.

’ 6. All holes greater than one-sixteenth inch (1/16")
diameter shall be patched using a piece of VLDPE
membrane. Holes smaller then one-sixteenth inch
(1/16") may be repaired using an extrusion weld bead.

7. Brohm Mining shall check the condition of existing
exposed HDPE liner prior to placement of the VLDPE
liner. The HDPE shall be repaired as necessary.

8. Brohm Mining shall submit the resumes and
qualifications of personnel .involved in the
construction quality assurance (CQA) of the lining
system by September 15, 1989. Brohm Mining shall
notify the Department of CQA personnel changes and
shall submit resumes for new CQA personnel prior to
their commencement of work.

9. Brohm Mining shall notify the Department of completion
of repair to each cell and request Departmental
approval prior to loading of the cell.

10. Brohm Mining shall submit a plan for Departmental
approval regarding hydrostatic testing of the repaired
cells., The plan shall be submitted prior to loading

. the repaired cells.




Mr. Lance Hubbard
September 12, 1988
Page 3

11. Brohm Mining shall provide the Department’s field
inspector or representative a copy of the VLDPE panel
layout plan when it is available.

This letter serves only to conditionally approve the
technical revision to reline the leach pad and to make
piping changes. This letter in no way is to be construed as
agreement to or approval of any future plans associated with
the project. Approval of this technical revision does not
in any way release Brohm Mining from responsibility that the
project will be an operable facility when construction is
completed. Brohm Mining may proceed with the work outlined
in the approved technical revision upon compliance with the
above conditions.

Should you have any questions concerning this matter,
please do not hesitate to contact the Exploratlon ﬁhd’ﬂ?hing
Program at (605) 773-4201. o E

Sincerely, : .
jM/,Z«z;, =3 T

Raymond F. Birchem, P.E.

Staff Engineer : y
Department of Water and Natural Résources ‘fffizf
Telephone: (605) 773-3754 i L "f'R
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STATF O SOUTH DAKOTA

OFFICE OF ATTORNEY GENERAL

STATE CAPITOL
P.eire, Sauth Dakota $7801.480%0
Phuna (605) 773-221%

ROGER A, TELLINGHUISEN

ATTORNEY GENERAL

August 17, 1989 : v

TO: Mr. Robert Townsend

Mining Program _
Department of Water and Natural Resources

FROM: Roxanne Giedd, Assistant Attorney General‘sg’

RE: Brohm Mining Permit

Brohm Mining Permit No. 439 contains a condition which
allows a technical revision to be approved by the Department
of Water and Natural Resources for c¢ompllance limits for
chemical parameters (condition: Technical Revision § 5). It
is ny understanding that Brohm is considering the submission
of a technical revision which would either alter the
specified cyanide level or the specified testing method for
determining the cyanide level, and the neutralization of
Brohm's heaps. That type of request appears to be
authorized by Permit 439 Condition: Technical Revisions § 5.

An alteration to the cyanide level or testing method through
an approved technical revision as outlined above would not
require Brohm to amend its Ground Water Construction Permit.

.This is based upon the temporary amendment ¢o Brohm's

Construction Permit, effective on April 21, 1989, which
specifically states that cyanide concentrations have been
set by the South Dakota Minin? Permit No. 439, I interpret
that condition to be an adoption by referencé of the cyanide
levels set pursuant to Mining Permit No. 439, which would
include alterations lawfully made to those levels through a
technical revision. '

RG:mas

cct Floyd Matthew
Steve Pirner
Barb Nielson

Qo
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Aka\ve.'aN Department of
@ Yater & Natural Resources

Joe Foss Building
523 East Capitol
Pierre. South Dakota 57501-3181

June 14, 1989

Jim Thompson

Plant Superintendent
Brohm Mining Corporation
P.O. Box 485

Deadwood, SD 57732

RE: Surge Pond Drip Tubing Technical Revision

Dear Jim:

Departmental review of the technical revision submitted May 30,
1989, regarding the above mentioned revision, has been completed.
As a result of this review, the conditional approval for
installing half inch drip tubing around the inside of the surge
pond to help control solution balance has been conditionally
approved. The approval is contingent on Brohm Mining complying
with the following condition:

1. Brohm Mining shall ensure that the surge pond liner is
protected from punctures and other such damage during the
installation of the tubing. Nylon rope, plastic coated
wire, or other such protective material shall be used to
attach the tubing to the points discussed in our June 8,
1989 phone conversation.

This letter serves only to conditionally approve the technical
revision to install this drip tubing on the surge pond. This
letter in no way is to be construed as agreement to, or approval
of any future plans associated with the project. Approval of
this technical revision does not in any way release Brohm from
responsibility that the project will be an operable facility when
this installation is completed.

If you have any questions concerning this matter, please do not
hesitate to contact this Office. (Phone: (605)773-4201). oy

SO LS L

Sincerely,
J? (éded PE LT T
- 7 ’
, . TP
Raymond F. Birchem, P.E. . e '
Staff Engineer b -
Department of Water and Natural Resources ' {2/ = .-~

Phone: (605) 773-3296

IsNe t98%
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‘AL\ vo.'4N Department of
@ Vater & Natural Resources

Joe Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

June 9, 1989

Mr. Jim Thompson

Plant Supervisor

Brohm Mining Corporation
P.0. Box 485

Deadwood, SD 57732

Re: Brohm Mining Permit 439 Technican Revision - Plans and Specifications
Change and Revising Processes for Cyanide Destruction submitted May 19,

1988.

Dear Mr. Thompson:

——— ..

Departmental review has been completed for Technical Revision submitted

May 19, 1989, regarding the addition of another pump &nd additional piping at
the neutrallzatlon area to enable Brohm to place more neutralized solution
onto the heaps. This modification falls under Technlcal Revision No. 2 (plans
and specifications) or Technical Revisden No, {(adopting new processes for
cyanide destruction) of the conditions attach to the April 21, -1988
Amendment to Mining Permit 439. As a-result of_ this review, the approval for
the Technical Revision to install the additional pump and piping has been

granted.

This letter serves only to approve the Technical Revision to allow
installation of an additional pump and additional piping to the neutralization
circuit. This letter in no way is to be construed as agreement to, or
approval of, any future plans associated with the project. Approval of this
technical revision does not in any way release the applicant from
responsibility that the project will be an operable facility when construction

is completed. d

Should you have any questions concerning this matter, please do not hesitate
to contact this office (Phone: (605) 773-4201).

Sincerely,
<é;%70n4vl7/:—JégLuu6:¢;/ﬂz

Raymond F. Birchem, P.E.

Staff Engineer

Department of Water and Natural Resources
Phone: (605) 773-3754

cc: Carl Seward, Brohm

188 1989
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Aﬂ\in%&m\ Department of ‘

® Water & Natural Resources

Joe Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

et o COPY

Mr. Rex L. Outzen
General Manager

Brohm Mining Corporation
PO Box 485

Deadwood, SD 57732

RE: Technical Revision of Mine Permit 439
Variance to Off-load - pH, NO2, TDS

Dear Mr. Outzen:

Departmental review has been completed for the technical revision
subpitted March 16, 1989 regarding off-load criteria and the
variance for pH, NO2, and TDS. As a result of this review, the
conditional approval of the technical revision has been granted.
‘ This approval is contingent upon Brohm complying with the following

conditions:

1) Brobm shall obtain the appropriate groundwater discharge permit
amendment in accordance with ARSD 74:03:15 and ARSD 74:03:16.

2) The disposal area in Ruby Gulch must have a minimum of 2 feet of

soil present for attenuation purposes. Only cell 6 is currently
approved to be off-loaded, upon compliance with condition number
1 above.

3) Based on the current cell 6 neutralization results and the
intensive treatment characterization to be completed on the next
heap to be neutralized (cell 1), specific off-load criteria
limits will be determined.

This letter serves only to approve the technical revision for
off-loading cell 6. This letter in no way ias to be construed as
agreement to, or approval of, any future plens or revisions
associated with the project. Brohm may proceed with the work
outlined in the technical revision upon compliance with the above

conditions.

1ss 98
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hesitate to contact this Office.

Sincerely,

:Z:227wakb ?Z( SE%ZLu4i4a.

Thomas V. Durkin
Hydrologist .
Exploration & Mining Progran

Should you have any guestions regarding this matter, please don’t |
|
|
|
|
|
|
|

Telephone: (605) 773-4201

|
|
|
[
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y Ll \i ni.u: A\ Department of

® Vater & Natural Resources

Joe Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

March 24, 1989

Mr. Pete Goodwin
Personnel/Govt. Affairs
Brohm Mining Corporation
P.O. Box 485

Deadwood, South Dakota 57732

RE: Technical Revision f additional of acid to lower the
pH of neutralized maferial (submitted March 1, 1989).

Dear Mr. Goodwin:

This letter is to inform
processing of the above
‘ Department was informed
on March 15, 1989 in Pie
cancelled, as Brohm will
to allow for the higher

ferenc 1l Revision. The
meeting with the staff
h T@Chnlcal Revision could be
ndﬂhg their groundwater discharge
eels, f

Should you have any que 1S%s concerning this matter please do
not hesitate to contact fhls office.
]

you that the Depa;tment has stopped

Sincerely,

PUihas I Cound

Michael D. Cepak

Natural Resources Engineer -
Exploration and Mining Program
Telephone: (605) 773-4201

1RRv (949
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AVa\Vs.'an Department of
e Vater & Natural Resources

<oe Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

March 31, 1989

Mr. Lance Hubbard

Supervisor Safety and Security
Brohm Mining Corporation

P.0O. Box 485

Deadwood, SD 57732

Re: Brohm Mining's Leakage Response Action Plan

Dear Mr. Hubbard:

Department review has been completed for the modifications and

‘ corrections to the Leakage Response Action Plan (RAP) submitted
March 28, 1989 (your letter dated March 27, 1989). As a result
of this review, approval of the modifications and corrections to

the RAP has been granted.

It is the Department’'s understanding that the modifications and
corrections will be incorporated into a final draft >f the RAP
which will be submitted to the Department as soon as practicable.

Should you have any questions concerning this matter, please do
not hesitate to contact this office.

£

Sincerely,

WMot O Cpnte

Michael D. Cepak

Program Chief

Exploration and Mining Program

Telephone: (605) 773-4201 _ ~----

A33006MC.sm
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.Nater & Natural Resources

Joe Foss Building
623 Esst Capitol
Plerre, South Dakota 57501-3181

March 3, 1989

Dan Blakeman

Process Superintendent
Brohm Mining Corporation
P.O. Box 485

Deadwood, SD 57732

Re: Coagulant and Anti-Scalent Storage Technical Revision

Dear Dan:

Departmental review of the technical revision submitted February
23, 1989, regarding the above mentioned revision, has been
completed. As a result of this review, the conditional approval
for installing storage buildings for cocagulant and anti-scalent
to comply with the requirements in ARSD 74:03:30 has been
granted. The approval is contingent on Brohm Mining complying

‘ with the following:

1. Brohm Mining shall install a containment system for each of
the buildings. The containment system shall consist of
berms constructed around the base of the building, capable
of containing the volume of the tank or capable of directing
the leakage to another approved containment facility such as
the lined trench, the surge pond, or the neutralization
pond. The berms and the base of the buildings shall be
lined with a minimum of 30 mil PVC, 40 mil HDPE or any other

approved liner.

2. Brohm Mining shall notify-the Department immediately upon
scalent or coagulant spillage. This notification shall
follow procedures set forth in the spill contingency plan.

This letter serves only to conditionally approve the technical
revision to install storage buildings for anti-scalent and
coagulant solutions. This letter in no way is to be construed as
agreement to, or approval of, any future plans associated with
the project. Approval of this technical revision does not in any
way release the application from responsibility that the project
will be an operable facility when construction is completed.

1889-1969
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Brohm Mining may proceed with the work outlined in the approved
technical revisions upon compliance with the above conditions.

Should you have any questions concerning this matter, please do
not hesitate to contact this Office (Phone: (605) 773-4201).

Sincerely,

L DGR, PE

Raymond F. Birchem, P.E.

Staff Engineer
Department of Water and Natural Resources

Phone: (605) 773-3754

- a1,
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AE\U@J A\ Department of ‘

o Water & Natural Resources

Joe Foss Building
523 East Capitol
Plerre, South Dakota 57501-3181

November 16, 1988

Mr. John Wilbanks

Brohm Mining Corporation
P.O. Box 485

Deadwood, SD 57732

Re: Technical Revision to modify the loading of the leach pad.

Dear Mr. Wilbanks:

‘ Department review has been completed for the Technical Revision
submitted October 5, 1988, concerning the leach pad loading
modification to allow filling of voids between cells. This
modification falls under Technical Revision Condition No. 14 of
the April 21, 1988 Amendment to Mining Permit 439. Technical

Revision No. 14 concerned modifying the gold recovery process

within the process facility for maximum performance. As a result
of this review, the conditional approval for the technical
revision for the pad loading modification has been granted. This

approval is contingent upon Brohm Mining complying with the
following conditions:

1. Referring to the conditiops placed on the April 21, 1988
Amendment to Mining Permit No. 439, and due to the fact that
leaching began with Cells #6 and #7, Condition B-4 under
Heap Neutralization shall be revised as follows:

During each seven-cell leaching cycle, one cell shall
be subjected to the monitoring required under intensive
treatment monitoring, (A-2) above. This.monitoring
will begin with heap Cell #1 following its second use,
42 after its third use, #3 after 'it®If¥L¥ini'de £ and so
on. Compliance for off-loading must be demongtrated in
accordance with (A-3) above. If these intensive

[P
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monitoring procedures clearly indicate that the
reliability of the operational monitoring schedule or
parameters is inadequate, the Department may revise the
operational monitoring schedule to correct

deficiencies.

Brohm Mining shall allow adequate buffer between ore
undergoing leaching, spent ore undergoing neutralization,
and spent ore being off-loaded to prevent mixing of ore
under leach, or unneutralized spent ore, with spent ore

being off-loaded.

If a leach pad cell has or develops a leakage rate through
the primary liner that, individually, causes an overall pad
leakage rate of 300 gallons per acre per day or more (gpadl,
that cell, for subsequent ore loading, shall be isolated
from the rest of the pad by leaving void spaces between the
leaking cell and adjacent cells. A cell that has
individually caused an overall pad primary liner leakage
rate of 300 gpad or more shall continue to be isolated until
it is repaired. This does not eliminate the need to comply
with the response actions required under the action leakage
rate schedule (i.e. any cell having a leakage rate that
causes the overall pad leakage rate to exceed 300 GPAD is to

be repaired following off-loading)

For each individual cell in compliance with approved
neutralization standards, a cell shall only be off-loaded to
-a point on. the primary liner as shown on the attached

drawing and described as follows:

The toe of the slope of spent ore on the primary liner
which has its crest at the point directly above the

cell dividing berm.

Off-loading the cell to the cell dividing berm may cause
spent ore from the next adjacent cell, which may not be in
compliance, to be off-loaded. Off-loading shall not proceed
beyond the above described point until the next adjacent
cell is neutralized and is in compliance with approved
standards. The estimated toe and crest of the slope shall
be marked or flagged to prevent work crews from off-loading

beyond this boundary.

This letter serves only to conditionally approve the technical
revision to allow the leach pad loading modification. This
letter in no way is to be construed as agreement to, or approval
of, any future plans associated with the project. Approval of
this technical revision does not in any way release the applicant
from responsibility that the project will be an operable facility
when construction is completed. Brohm Mining may proceed with
the pad loading modification upon compliance with the above
conditions and compliance order issued to Brohm on October 24,

1988.




Should you have any questions concerning this matter,
not hesitate to contact this Office.

Sincerely,

Mekod D Copue

Michael D. Cepak

Natural Resources Engineer
Exploration and Mining Program
Telephone: (605) 773-4201

please do
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7 L\i j&' A\ Department of

® Water & Natural Resources

Joe Foss Building
523 East Capitol
Pierre, South Dakota 57501-3181

August 23, 1988

Mr. Rex Outzen

Brohm Mining Corporation
P.O. Box 485

Deadwood, SD 57732

Re: Technical Revisions to leave slash in waste disposal area,
to install an antiscalant tank, and to operate two
dewatering and monitoring wells near the surge pond.

Dear Mr. Outzen:

Departmental review of the technical revision submitted August 3,
1988, regarding the three above mentioned revisions, has been
completed. As a result of this review, the conditional approval
for leaving slash material in the waste disposal areas and for
‘ the solution heater antiscalant tank and containment, has been
' granted. This approval is contingent on Brohm Mining complying

with the following conditions:

Slash in Waste Disposal Areas

1. Brohm Mining shall remove all salvageable topsoil from the
waste disposal area.

2. All marketable .timber shall be removed from the waste
disposal areas. All non-marketable timber exceeding six
inches in diameter shall also be removed and disposed of

properly. #
3. During final reclamation and regrading of the waste disposal

areas all trees and topsoil shall be removed from the area
that will be covered with waste outside of the toe of the

end dumped area.

4. Slash to be left shall be laid flat prior to covering with
waste.




Antiscalant Tank

1. Brohm Mining shall submit to the Department evidence by
October 1, 1988 that the antiscalant acid is compatible with

the HDPE liner material.

As discussed with J. Wilbanks over the telephone with M. Cepak,
on August. 8, 1988 additional information is required prior to
approval of the dewatering wells. Such information as well
design, depth of the wells, depth of water, fate of water pumped
from the wells, etc. was required. The Department received this
information on August 18, 1988 and the processing of this
technical revision is continuing.

This letter serves only the conditionally approve the technical
revision to leave slash material in the waste disposal areas and
for the solution heater antiscalent tank and containment. This
letter in no way is to be construed as agreement to, or approval
of, any future plans associated with the project. Approval of
this technical revision does not in any way release the applicant
from responsibility that the project will be an operable facility
when construction is completed. Brohm Mining may proceed with
the work outlined in the approved technical revisions upon
compliance with the above conditions.

Should you have any questions concerning this matter, please do
not hesitate to contact this Office (Phone: (60S5) 773-4201).

Sincerely,

,,%,,__,(’ £ QEWL_/ s
Raymond F. Birchem, P.E.
Staff Engineer

Department of Water and Natural Resources
Phone: (605) 773-3754

B81702MC.SM #




/

AL\ij’ 'a\ Department of

o Water & Natural Resources

~Joe Foss Building

523 East Capitol
Pierre. South Dakota 57501-3181
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June 2, 1988

Mr. Rex Out:zen

Brohm Mining Corporation
P.O. Box 485

Deadwood, SD 57732

Re: Technical Revision to Diatomaceous Earth Pond and
to Leach Pad.

Dear Mr. Outzen:

Departmental review of the technical revision submitted May 18,
1988 with supplemental information submitted May 18, 1988,
specifically regarding the expansion of the diatomaceous earth
pond and leach pad, has been completed. As a result of this
review, the conditional approval for the technical revision has
been granted. This approval is contingent on Brohm Mlnlng
complying with the following condition:

1. Construction of the expansion areas of the diatomaceous
earth pond and leach pad shall follow the plans and
specifications, conditionally approved April 18, 1988 and
May 25, 1988, for these facilities. Construction of the
expansion areas shall also comply with conditions placed on
the approval of the plans and specifications for these
facilities.

This letter serves only to conditionally approve the technical
revision to expand the diatomaceous earth pond and leach pad.
This letter in no way is to be construed as agreement to or
approval of any future plans associated with the project.
Approval of this technical revision does not in any way release
the applicant from responsibility that the project will be an
operable facility when construction is completed. Brohm may
begin construction of the approved facilities contingent upon
compliance with the above condition.




Should you have any questions concerning this matter, please do
not hesitate to contact this Office (Phone: (605) 773-4201).

Sincerely,
-/\ —

-_‘II‘Y)“\-'»-J /s T e Raos ‘ e

Raymond F. Birchem, P.E.

Staff Engineer

Department of Water and Natural Resources
Phone: (605) 773-3754

B60103MC.SM
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